
ESPSC

380 to 400 Wp for grid connected systems.
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+0.02973%/°K

-0.38038%/°K

-0.57402%/°K

380M

380Wp

40.5V

9.39A

48.9V

9.75A

19.16%

385M

385Wp

40.8V

9.44A

49.1V

9.92A

19.42%

390M

390Wp

41.1V

9.49A

49.3V

10.12A

19.67%

395M

395Wp

41.4V

9.55A

49.5V

10.23A

19.92%

400M

400Wp

41.7V

9.60A

49.8V

10.36A

20.17%

INSURANCE

Chubb

CERTIFICATES

IEC 61215 edition 2 (TÜV Nord )

IEC 61730  MCS

 CE CEC SALT-MIST

 UL1703  CSA

ESPSC

(TÜV Rheinland )

Monocrystalline Solar Module

Monocrystalline Solar Module

V

V

22.5 kg

(158.75 x158.75 mm)

72

Product
warranty 

10 years 

Back-Foil FEVE / PET / FEVE

or Customized Length

Mono PERC

Class A

Class II 

Class C

Application class 

Electrical protection class

Fire safety class

output up to 10 years and 80% up to 25 years.

10 25

1979 x 1002 x 40mm

5400 Pa (IEC 61215),40mm

10 years 90%
25 years 80%

Zhejiang ERA Solar Technology Co., Ltd.

PID Resisitant

INMETRO

ERA SOLAR and the ERA SOLAR logo are trademarks or registered trademarks of ERA SOLAR Corporation.
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Packaging Configuration

(Two pallets = One stack)
27pcs/pallet, 54pcs/stack,
594pcs/40'HQ Container


